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GV-IP Device Utility Version History 

 

Version 8.9.4 2020-06-01 

New: 

• Support for GV-QFER12700 

Fixed: 

• Inability to change the default PW using the Utility, for the first-time use of the following models: 

GV-ADR2702 / ADR4702 / ABL2703 / ABL4703 / TDR2702 / TDR4702 / TBL2703 / TBL4703 / 

TVD4700 / TVL4700 

 

Version 8.9.3 2020-02-01 

New: 

• Support for GV-IP Display 101 

• Support for GV-FR Panel 

• Support for device names of up to 32 characters for GV-IP Decoder Box Ultra or GV-IP Display 

101 

• Support for dual stream from GV-IP Decoder Box Ultra 

• Support for applying one login credential to all devices in the same tab under Dispatch Pattern 

• Support for importing the recognition engine to GV-LPR2800-DL and GV-LPR2811-DL 

• Support for configuring the Loop Time Interval and Stream Mode of GV-IP Decoder Box Ultra 

or GV-IP Display 101 

 

Version 8.9.2 2020-10-30 

Changed: 

• Audio codec changed to MP3 
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Version 8.9.1 2020-06-24 

New: 

• Support for configuring the password of the following devices upon first-time login (Note: To 

configure the password of the devices all at once, it is required to connect to a LAN with a 

DHCP server): 

 GV‐ADR2702 / 4702, GV-ABL2703 / 2703, GV-EBD8700, GV-TBL2703 / 4700 / 4703, 

GV-TDR2702 / 4702, GV-TVD4700 firmware V1.02 or later 

 GV‐ABL2702 / 4712, GV-AVD2700 / 4710, GV-EBD2702, GV-TBL4710, GV-TDR2700, 

GV-TVD4710 firmware V1.04 or later 

 GV-ABL4701, GV-ADR4701, GV-EBD4700 / 4711, GV-TDR4700 firmware V1.07 or 

later 

 GV-ABL8712, GV-AVD8710, GV-EBD8711, GV-TBL8710, GV-TVD8710 firmware V1.03 

or later 

 

Version 8.9.0 2020-06-15 

New: 

• Support for GV-QSD5730 / QSD5731-IR 

 

Version 8.8.0 2020-03-24 

New: 

• Support for “Upgrade all devices” function to upgrade the firmware of the following devices in 

batches: 

 GV‐AS210 / 2110 / 2120 / 410 / 4110/ 4111 / 810 / 8110 / 8111 firmware V2.20 or later 

 GV‐AS1520 firmware V2.03 or later 

 GV‐AS1620 firmware V1.00 or later 

 GV-FWC firmware V1.00 or later 

 GV-I/O Box 4 Ports firmware V2.05 or later 

 GV-I/O Box 8/16 Ports firmware V2.04 or later 

 


